{KENDRION

WE MAGNETISE THE WORLD

INDUSTRIAL MAGNETIC SYSTEMS

Teljesitményigazolas
Az Eurdpai Unié 305/2011

épitSipari termékekrél sz616 rendelet
Il. szamu melléklete alapjén

a kévetkezd termékre: Elektro-Haftmagnet

1. Tipusjel:
Tipus azonosité szama:
3. Termék leirdsa:

N

4. Gyarto:

5. A teljesitmény mérésére
hasznalt rendszer:

6. Harmonizalt szabvany:

7. Abban az esetben, ha a
teljesitményigazolas
harmonizalt szabvany ala
es6 termékre szal:

8. Leirt teljesitmény:

Nr.0001-CPR

GTR048000A07

GTR0O480008

Elektromos ajtétartd magnes, ellendarabbal egyiitt, tliz és flstgatld
ajtok tartasara.

Kendrion (Donaueschingen/Engelswies) GmbH

Fred-Hahn-StraRe 33

72514 Inzigkofen-Engelswies

Németorszag

1. rendszer

EN 1155: 1997 + Al: 2002

A bejelentett szervezet, VdS (0786), végezte el a tipus vizsgalatat a
tipustabldzat és a termék dokumentacidja alapjan. Emellett a
bejelentett szervezet részt vesz a tipus lizemi gyartasellenrzésében
és folyamatos felligyeletet gyakorol felette, vizsgalja és értékeli az
lizemi gyartasellendrzési rendszert az 1. rendszer szerint.

Ezek alapjan kiadta a kdvetkezé megfelelGségi nyilatkozatot: 0786-
CPD-20435

FGbb jellemz8k

Teljesitmény Harmonizalt szabvany
L e S

Osztalyozas

XXiXXX EN 1155: 1997 + A1: 2002, 4

. Alkalmazasi osztaly: 3

. Funkciotartas: 5. osztdly

. Tartd er6 : 3.-5. osztaly

. MinGség: 1. osztaly
T(iz és fustgatlo ajtdk tartdsa
esetén.

. Biztonsag: 1. osztély

6. Korrozidval szembeni

ellendllas: 3. osztaly

W N

ol

Elektromos kioldas

3 masodpercen beldl, 10%
feszliltségesés esetében

EN 1155: 1997 + A1: 2002, 5.2.2

Zarszerkezet
kdvetelményei

N.P.D.

EN 1155: 1997 + A1: 2002, 5.2.3
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Funkciétartas 5. osztaly EN 1155: 1997 + A1: 2002, 5.2.4
Rogzitési sz6g N.P.D. EN 1155: 1997 + Al1: 2002, 5.2.5
Kézi kioldas N.P.D. EN 1155: 1997 + A1: 2002, 5.2.6
Hosszutavu tartas Tullépés <2°, 48 6réan beliil EN 1155: 1997 + A1: 2002, 5.2.7
Tulterhelés vizsgalat Otsz6ros vizsgélat kotéllel, illetve EN 1155: 1997 + A1: 2002, 5.2.8
ejtésullyal a névleges tartderd
nagysagaval.
Kioldasi késleltetés N.P.D. EN 1155: 1997 + Al1: 2002, 5.2.9
Elektromos teljesitmény ElGirds szerint £15% eltérésen beliila | EN 1155: 1997 + Al: 2002, 5.2.10
névleges fesziiltséghez képest normal
lzem, késleltetett kioldds illetve
névleges fesziiltségen kézi kioldas
esetén.
Hémérséklet emelkedés Névleges feszliltség +15% esetén: EN 1155: 1997 + Al: 2002, 5.2.11
Tekercsek <55°C, kiilsé kapcsok illetve
késziilékhaz <25°C
Karosodas A tesztprogram sordn a teljesitményt | EN 1155: 1997 + Al: 2002, 5.2.12
érint6 karosodds nem tértént.
Tliz és flistgatld ajtd 1 osztaly EN 1155: 1997 + Al: 2002, 5.2.13
alkalmassagi osztaly
Korrozidellenalldsi osztaly 3 osztaly EN 1155:1997 + Al1: 2002, 5.2.14

Az 1. és 2. pontban azonositott termék teljesitménye megfelel a 8. pontban leirt adatoknak. Az adatok
valddisagaért egyediili felelGsséggel a 4. pontban meghatarozott gyartoé tartozik.

endrion

(DonaueschingenlEngelswle
Fred-Hahn-Str, 33

72514 Inzigkofen-Engelswies

Deutschland
Telefon: +49 7575 208-0

www.kendrion.com
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WE MAGNETISE THE WORLD

INDUSTRIAL MAGNETIC SYSTEMS

DECLARATION OF PERFORMANCE

According to annex lll to regulation (EU) No.305/2011

1. Type designation:
Type identification no.:
3. Intended use:

M

4. Manufacturer:

5. System of assessment of
performance of the
construction product:

6. Harmonized standard:

7. Inthe case of declaration
of performance concerned
to a construction product,
which is included in a
harmonized standard:

8. Declared performance:

Construction Products Regulation
for the product holding magnet

No.0001-CPR

GTR048000A07

GTR0480008

Holding magnet in connection with an armature plate as an electrically
powered hold open device for swing doors.

Kendrion (Donaueschingen/Engelswies) GmbH

Fred-Hahn-Stralle 33

72514 Inzigkofen-Engelswies

Germany

System 1

EN 1155: 1997 + Al1: 2002

The notified body VdS (0786) performed the determination of the
product type on the basis of type testing, type calculation, tabulated
values or descriptive documentation of the product. Vds also made
the initial inspection of factory and of factory production control as
well as continuous surveillance, assessment and evaluation of factory
production control according to system 1 and issued following:
Certificate of constancy of performance of the product:
0786-CPD-20435

Essential characteristic

Harmonized specification

Classification

Performance
[ ™ T T 0 ]
XX |« [ XX ]X]
Application class: 3
Durability: grade 5
Hold-open power size: 3-5
Qualification: grade 1
Suitability for fire/smoke door
5. Safety: grade 1
6. Corrosion resistance: grade 3

EN 1155: 1997 + A1: 2002, 4

o =

Electrical release within 3s of 10% Unom

EN 1155: 1997 + A1: 2002, 5.2.2

Door closing device N.P.D.

requirements

EN 1155: 1997 + A1: 2002, 5.2.3

Durability grade 5 EN 1155: 1997 + A1: 2002, 5.2.4
Angel of hold-open N.P.D. EN 1155: 1997 + A1: 2002, 5.2.5
Manual release N.P.D. EN 1155: 1997 + Al: 2002, 5.2.6

Continuous hold-open

after-run of the door <2°in 48h

EN 1155: 1997 + A1: 2002, 5.2.7
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Overload performance testing 5 times with rope and falling EN 1155: 1997 + A1: 2002, 5.2.8
weights for certain hold-open power
size
Delayed release N.P.D. EN 1155: 1997 + Al: 2002, 5.2.9
Electrical performance performance requirement for EN 1155: 1997 + Al: 2002, 5.2.10
continuous hold-open and delayed
release with Unomt15% and manual
release with Upom
Temperature rise for Unom+15% - connected coils <55°C, | EN 1155: 1997 + A1: 2002, 5.2.11
terminals for external connections
and external housings <25°C
Damage nho damaging after test routine which | EN 1155: 1997 + A1: 2002, 5.2.12
affects the performance
characteristics
Fire/smoke door grade 1 EN 1155: 1997 + Al: 2002, 5.2.13
suitability
Corrosion resistance grade 3 EN 1155: 1997 + A1: 2002, 5.2.14

The performance of the product according to point 1. and 2. is in conformity with the declared
performance of point 8. The declaration of performance is issued under the sole responsibility of the
manufacturer according to point 4. Signed for and on behalf of the manufacturer by:

ay

(Donaueschingen/Eng
Fred-Hahn-Str, 33

72514 Inzigkofen-Engelswies

Deutschland

Telafon: +49 7575 208-0
vww.kendrion.com

19/02/2015

4/4



